Inertia

I Switch

INCORPORATED

SPECIFICATIONS |

Special Features:

High Reliability & Accuracy

Small & Lightweight
Self Test Feature (IBIT)
Solid State
Hermetically Sealed
Gold Contacts

Available Normally Open or Closed

Multiple Poles Available

SENSITIVITY

OMNIDIRECTIONAL

ACCELERATION THRESHOLD

3 70 100 G £ 5%

VELOCITY THRESHOLD

1.0 TO 20 FEET/SEC

CONTACTS D.P.D.T.
NOMINAL OPERATING VOLTAGE 28 VDC
CONTACT RATING 2 AMPS

CONTACT RESISTANCE

LESS THAN 0.5 OHMS @ 10 A

INSULATION RESISTANCE

1.0 MEGOHMS MIN @ 500 VDC

DIELETRIC STRENGTH

5 mA MAX @ 1300 VRMS, 60 HZ

POWER CONSUMPTION

2.0 WATTS MAX

SEAL HERMETIC (1X10-8 CC/SEC)
WEIGHT .230 KG MAX.
NOTES:

<<1] COMPOSITE CONNECTOR P/N: D38999/20JB35HN.
CONNECTOR KEYWAY ORIENTED AS SHOWN £10°.

-4] PART MARK IN ACCORDANCE WITH CUSTOMER SPECS.

REFERENCE DESIGNATION
REQUIREMENTS

LAW. CUSTOMER

058999/J335HJP]

28 VDC POWER

28 VDC RETURN

GROUND IMPACT SW IBIT HI
GROUND IMPACT SW IBIT LO
ZEROIZE SW SIG HI

28 VDC ZEROIZE SW POWER
28 VDC ZEROIZE SW RTN
PRIMARY CHANNEL PROCESSOR HI
PRIMARY CHANNEL PROCESS LO
SPARE

SPARE

SPARE

SPARE

12
13

CONNECTOR PINOUT DEFINITION

Aircraft Series

Model 3RO-940

Omnidirectionial, Latching
Solid State Crash Detector

2.750

10-32 UNF CAPTIVE FASTENER
INTERNAL TORX HEAD
4 PLACES

/

e .7
\% | W
2.250 2.750
|
Pan) A
Nt N
250 (TYp.) U i
912 MAX.
250 (TYP.) —| |— | |
REFERENCE DESIGNATION "{Q_]
MIL-C—-38899 SERIES Il -ﬂ]
1.250/ /—
' J1 N
as
1 k/ 1.825
975 Ok'/()

i

1.625

3.250 |

Inertia Switch Inc. ® 70 South Greenbush Road e Orangeburg, New York 10962
Phone: (845) 359-8300 ® Fax: (845) 359-6227 ® Website: www.inertiaswitch.com




